
CEMENTING RIG



At Hilands we value new technology and how it benefits our 
clients - our commitment to technology keeps us at the 
forefront in the grouting industry.  

Our Cementing Rig was developed in-house and designed and 
manufactured in Australia.  Our Rig was engineered specifically 
for remote locations and is mine site compliant. 

Our system maximises efficiencies  with quick mobilisation and 
demobilisation.  Minimal staff are required - all of which are 
dedicated to the Cementing Rig with specialised training. 

VORTEX TECHNOLOGY 

‘Design is not just what it looks like and feels like. Design is how it works.’  
Steve Jobs. 

At Hilands, we have magnified the process. The determined 
preset amount of water floods the mixing chamber.   

The high speed, engineered design process includes mixing 
pumps designed to shear the product - this creates a vortex 
flow action within the mixing chamber.  Cement powder is then 
introduced and distributed evenly into the mixing chamber and 
is sheared in the mixing action.  This action continues until the 
correct amount of powder has entered the chamber over a 
preset amount of time. 

The homogenised grout is then pumped into the holding tank - 
which has a continuous stirring action via a paddle stirrer, which 
enables every particle of wetted cement to be fully hydrated in 
readiness for transfer to clients end point.        
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Applications

The Hilands Cementing Rig is 
recognised as one of the most 
efficient methods of mixing 
cement based grouts.  The 
unique mixing action allows 
rapid mixing of grouts resulting 
in very stable mixes which resist 
bleed and contamination. 

Complete Control

The Rig Manager is in complete 
control from a central location.   

It features an integrated, 
engineered designed, internal 
process control panel. 

CEMENTING RIG



         OPERATIONS 

   SUPER TANKER 

With an on-site 150 tonne super tanker our 
operational capability is continuous.  

The Cementing Rig allows for liquid additive 
introduction into the mixing process. 

 

   MOBILISATION 

The Cementing Rig is completely mobile requiring 
minimal time for mobilisation and demobilisation. 
This way, we can be on-site (and off-site) earlier for 
your convenience. 

It is designed for quick and easy transportation.  It is 
mostly pre-assembled and requires minimal set up 
once on-site. 

PROJECTS 
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Location: Grosvenor Coal Mine

Project: Vent Shaft

Duration: 4 weeks

Year of Completion: 2019

Location: North Goonyella Coal Mine

Project: Fire Supression

Duration: 3 weeks

Year of Completion: 2018

Location: Kestrel Coal Mine

Project: Vent Shaft

Duration: 3 weeks

Year of Completion: 2017

Location: Centennial Coal

Project: Vent Shaft

Duration: 14 weeks

Year of Completion: 2016
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